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LWymapcTBo, 6e36e4HOCT, }KMBOTHY CpeAUHY U onwiTe

260 craHpappaa

cTaHpapae
KS 7183 YKYNHO cTaHaapaa 3
dnaSRPS EN 13071- EN 13071-1:2019 Stacionarni kontejneri do 5 000 L koji se Stationary waste containers up to 5 000 |, top pPS 22 60,60
1:2017 podizu odozgo i prazne odozdo - Deo 1: Opsti  lifted and bottom emptied - Part 1: General
zahtevi requirements
dnaSRPS EN 13071-2 EN 13071-2:2019 Stacionarni kontejneri do 5 000 | koji se podizu | Stationary waste containers up to 5 000 |, top PS 14 60,60
:2017 odozgo i prazne odozdo — Deo 2: Dodatni lifted and bottom emptied - Part 2: Additional
zahtevi za podzemne ili delimi¢no podzemne requirements for underground or partly
sisteme underground systems
prSRPS CEN/TS CEN/TS Materijali proizvedeni od otpadnih guma — Materials obtained from end of life tyres - PP 17 30,60 50,60 | 60,60
17045:2018 17045:2017 Kriterijumi kvaliteta za izbor celih guma za Quality criteria for the selection of whole
procese ponovnog iskoris¢enja i reciklaze tyres, for recovery and recycling processes
KS 7210 YKYNHO cTaHaapaa 1
prSRPS EN EN 15224:2016 Sistem menaxmenta kvalitetom - EN ISO Quality management systems - EN ISO PP 132 1099 30,60 40,20 50,60
15224:2020 9001:2015 za organizacije zdravstvene zastite  9001:2015 for healthcare
KS Z2261-5 YKYMHO cTaHgapaa 1
prSRPS EN 76:2017 EN 76:1978 AmbalaZa za pakovanje prehrambenih Packages for certain prepacked foodstuffs - PP 6 60,60

proizvoda koji se naknadno konzervisu —
Kapacitet staklenih i metalnih posuda

Capacities of glass and metal containers
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KS U059

1306 craHpappa

YKynHo ctaHgapga 20

1951. |naSRPS EN ISO 21597- |I1SO/DIS 21597-2; |Informacioni kontejner za odlaganje Information container for data drop - PS | 78 60,60
2:2017 prEN 1SO 21597-2 podataka - Specifikacija razmene - Deo Exchange specification - Part 2: Dynamic
2:Dinamicka semantika semantics (ISO/DIS 21597-2:2018)
1952. | naSRPS EN ISO ISO/DIS 23386; Informacioni modeli gradevinskih objekata i Building information modelling and other PS | 41 50,20 |50,60 60,60
23386:2018 prEN 1SO 23386 drugi digitalni procesi koji se koriste u digital processes used in construction -
gradevinarstvu - Metodologija za opisivanje, Methodology to describe, author and
pisanje i odrzavanje svojstava u medusobno maintain properties in interconnected
povezanim re¢nicima dictionaries (ISO/DIS 23386:2019)
1953. | naSRPS EN ISO ISO/DIS 23387; Informaciono oblikovanje objekata (BIM) - Building Information Modelling (BIM) - Data PS | 24 50,20 |50,60 60,60
23387:2018 prEN 1SO 23387 Modeli podataka za objekte koji se koriste u templates for construction objects used in the
zivotnom ciklusu i bilo kojoj izgradenoj life cycle of any built asset - Concepts and
imovini - Koncepti i principi principles (ISO/DIS 23387:2019)
1954. | prSRPS EN prEN 15643 OdrZivost objekata — Opsti okvir za Sustainability of construction works - PS 40,60 50,20
15643:2018 ocenjivanje zgrada i inZenjersko gradevinskih | Framework for assessment of buildings and
objekatal® civil engineering works
1955. | prSRPS EN ISO 12006- |ISO/WD 12006-3; |Gradevinske konstrukcije — Organizovanje Building construction -- Organization of PS | 50 50,20 | 50,60
3:2018 prEN ISO 12006-3 |informacija o gradevinskim objektima — Deo 3: | information about construction works -- Part
rev Okvirna struktura za informacije o objektu 3: Framework for object-oriented information
1956. |prSRPS EN ISO 19650- |1SO/DIS 19650-3; |Organizovanje informacija o gradevinskim Organization of information about PS | 40 50,20
3:2018 prEN 1SO 19650-3 | objektima - MenadZment informacijama construction works -- Information
koris¢enjem informacionog modelovanja management using building information
gradevinskih objekata - Deo 3: Operativna faza | modelling -- Part 3:Operational phase of assets
imovine
1957. |prSRPS EN ISO 19650- |ISO/AWI 19650-4; |Organizovanje i digitalizacija informacija o I1SO 19650-4 Organization and digitization of PS 40,20 40,60
4:2019 prEN ISO 19650-4 |z8radama i inZenjersko-gradevinskim information about buildings and civil
objektima, ukljucujuci informaciono engineering works, including building
modelovanje objekata (BIM)- MenadZment information modelling (BIM) - Information
informacijama koris¢enjem informacionog management using building information
modelovanja objekata - Deo 4:Razmena modelling — Part 4 : Information exchange
informacija
1958. | prSRPS EN ISO ISO/CD 41014; MenadZment odrZavanjem objekata i ISO 41014, Facility Management -- PS 40,20 40,60
41014:2019 prEN 1SO 41014 opreme - Razvoj strategije za menadZment Development of Facility Management Strategy
odrzavanjem objekata i opreme
1959. prSRPS EN ISO ISO/AWI 41015; MenadZment odrZzavanjem objekata i I1SO 41015, Facility management -- Influencing | PS 40,20 40,60
41015:2019 prEN I1SO 41015 opreme - Uticanje na nacin rada radi behaviours for improved facility outcomes and
unapredenja ishoda odrzavanja objekata i user experience
opreme i iskustva korisnika
KS U071 YKYNHO CTaHgapaa 4
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KS U071 YKYNHO CcTaHpapaa 4
dnaSRPS EN 12390- FprEN 12390-12 Ispitivanje oévrslog betona - Deo 12: Testing hardened concrete - Part 12: PS | 16 60,60
12:2017 Odredivanje otpornosti betona na Determination of the carbonation resistance
karbonatizaciju - Metoda ubrzane of concrete - Accelerated carbonation method
karbonatizacije
naSRPS EN 12390- prEN 12390-18 Ispitivanje o¢vrslog betona - Deo 18: Testing hardened concrete - Part 18: pPS | 18 |50.20 50,60 60,60
18:2017 Odredivanje koeficijenta migracije hlorida Determination of the chloride migration
coefficient
naSRPS EN 14889- prEN 14889-2 Vlakna za beton - Deo 2: Polimerna vlakna - Fibres for concrete - Part 2: Polymer fibres - PS | 30 60,60
2:2017 Definicije, specifikacije i usaglasenost Definition, specifications and conformity
prSRPS EN 934-2:2019 | prEN 934-2 rev Dodaci za beton, malter i injekcionu masu — Admixtures for concrete, mortar and grout - PS 40,20 40,60
Deo 2: Dodaci za beton — Definicije, zahtevi, Part 2: Concrete admixtures - Definitions,
usaglasenost, oznacavanje i obeleZavanje requirements, conformity, marking and
labelling
KS U071/PKS 1 YKynHoO cTaHgapaa 11
dnaSRPS EN 197- FprEN 197-2 Cement — Deo 2: Ocenjivanje i verifikacija Cement - Part 2: Assessment and verification PS | 21 |6060
2:2018 stalnosti performansil of constancy of performance
dnaSRPS EN 197- FprEN 197-2 Cement — Deo 2: Ocenjivanje i verifikacija Cement - Part 2: Assessment and verification PS | 24 |6060
2:2018 stalnosti performansil of constancy of performance
naSRPS EN prEN 15368 rev Hidrauli¢na veziva za nekonstruktivnu Hydraulic binder for non-structural PS | 17 50,20 50,60
15368:2018 primenu - Definicija, specifikacije i kriterijumi | applications - Definition, specifications and
usaglasenosti conformity criteria
naSRPS EN 197-1:2018 | prEN 197-1 Cement — Deo 1: Sastav, specifikacije i Cement - Part 1: Composition, specifications PS | 38 50,20 50,60
kriterijumi usaglasenosti za obi¢ne cemente and conformity criteria for common cements
naSRPS EN 413-1:2017 | prEN 413-1 Zidarski cement — Deo 1: Sastav, specifikacije | Masonry cement - Part 1: Composition, PS | 23 60,60
i kriterijumi usaglasenosti specifications and conformity criteria
prSRPS CEN/TR FprCEN/TR 14245 |Cement — Smernice za primenu EN 197-2, Cement - Guidelines for the application of EN PS | 50 60,60
14245:2018 Ocenjivanje i verifikacija stalnosti performansi | 197-2: Assessment and verification of
constancy of performance
prSRPS EN 12004- EN 12004- Lepkovi za keramicke plocice - Deo 1: Zahtevi, |Adhesives for ceramic tiles - Part 1: PS 50,20
1:2017/A1:2018 1:2017/prAl ocenjivanje i verifikacija stalnosti performansi, |Requirements, assessment and verification of
klasifikacija i oznacavanje constancy of performance, classification and
marking
prSRPS EN 13888- prEN 13888-2 Masa za ispune za keramicke plodice — Deo 2: | Grouts for ceramic tiles - Part 2: Test methods | PS 40,20 40,60
2:2019 Metode ispitivanjall
prSRPS EN 13892- prEN 13892-2 rev | Metode ispitivanja estriha za podove —Beo Methods of test for screed materials - Part 2: PS 40,60

2:2018
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1306 craHpappa

prSRPS EN EN Hidroizolacioni proizvodi koji se primenjuju u | Liquid applied water impermeable products PS 50,20
14891:2017/A1:2018 | 14891:2017/prAl |tenom obliku ispod keramickih ploCica for use beneath ceramic tiling bonded with

vezanih lepkom - Zahtevi, metode ispitivanja, | adhesives - Requirements, test methods,

ocenjivanje i verifikacija stalnosti performansi, |assessment and verification of constancy of

klasifikacija i oznacCavanje performance, classification and marking
prSRPS EN 459- EN 459- Gradevinski kre¢ — Deo 1: Definicije, Building lime - Part 1: Definitions, PS 50,20 50,60
1:2016/A1:2018 1:2015/prAl specifikacije i kriterijumi usaglasenosti - specifications and conformity criteria

lzmena 1
KS U071/PKS 2 YKynHo ctaHgapga 16
naSRPS EN prEN 12370 Metode ispitivanja prirodnog kamena - Natural stone test methods - Determination of | PS 9 60,60
12370:2018 Odredivanje otpornosti prema kristalizaciji soli | resistance to salt crystallisation
naSRPS EN prEN 15388 Vestacki kamen - PloCe i proizvodi izradeni po | Agglomerated stone - Slabs and cut-to-size PS | 14 50,20 50,60
15388:2018 meri za gornje povrsine elemenata u products for vanity and kitchen tops

kupatilima i kuhinjama
naSRPS EN prEN 16301 Metode ispitivanja prirodnog kamena — Natural stone test methods - Determination of | PS | 15 50,20 50,60
16301:2018 Odredivanje osetljivosti na slu¢ajne pojave sensitivity to accidental staining

fleka
naSRPS EN 933-2:2018 | prEN 933-2 Ispitivanje geometrijskih svojstava agregata - | Tests for geometrical properties of PS 6 50,60 60,60

Deo 2: Odredivanje granulometrijskog aggregates - Part 2: Determination of particle

sastava - Ispitna sita, nazivne veli¢ine otvora size distribution - Test sieves, nominal size of

apertures
prSRPS CEN/TS FprCEN/TS 17438 |lzvorni materijali razmatrani u razvoju Source materials considered in the PS 60,60
17438:2018 standarda za agregat TC 154 - Dodatni element | development of the Aggregate standards of TC
154 - Complementary element

prSRPS EN 1097- prEN 1097-6 rev | Ispitivanje mehanickih i fizickih svojstava Tests for mechanical and physical properties PS 40,60
6:2019 agregata — Deo 6: Odredivanje stvarne of aggregates - Part 6: Determination of

zapreminske mase i upijanja vodeR particle density and water absorption
prSRPS EN prEN 12372 rev Metode ispitivanja prirodnog kamena - Natural stone test methods - Determination of | PS 40,20 40,60
12372:2019 Odredivanje Cvrstoce pri savijanju pod flexural strength under concentrated load

koncentrisanim opterecenjem
prSRPS EN FprEN 12620 Agregati za beton Aggregates for concrete PP | 50 (6060
12620:2019
prSRPS EN EN Laki agregati Lightweight aggregates PS 50,20 50,60 60,60
13055:2017/A1:2018 |13055:2016/prAl
prSRPS EN 14617- prEN 14617-10 Vestacki kamen — Metode ispitivanja — Deo | Agglomerated stone - Test methods - Part 10: PS 40,20 40,60

10:2019
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KS U071/PKS 2 YKynHo ctaHgapga 16
1985. | prSRPS EN 14617- prEN 14617-16 Vestacki kamen - Metode ispitivanja - Deo 16: | Agglomerated stone - Test methods - Part 16: PS 40,20 40,60
16:2019 rev Odredivanje mera, geometrijskih Determination of dimensions, geometric
karakteristika i kvaliteta povrsine modularnih | characteristics and surface quality of modular
ploca tiles
1986. prSRPS EN EN Ocenjivanje i verifikacija stalnosti performansi | Assessment and Verification of the Constancy PS 50,20 | 50,60
16236:2018/A1:2018 |16236:2018/prAl |(AVCP)agregata—Ispitivanje tipa i fabricka of Performance (AVCP) of aggregates - Type
kontrola proizvodnje - Izmena 1 testing and Factory Production Control
1987. | prSRPS EN prEN 16306 rev Metode ispitivanja prirodnog kamena — Natural stone test methods - Determination of | PS 40,20 40,60
16306:2019 Odredivanje otpornosti mermera na cikluse resistance of marble to thermal and moisture
promene toplote i vlaznosti cycles
1988. | prSRPS EN 1744- prEN 1744-4 rev  |Ispitivanja hemijskih svojstava agregata - Deo | Tests for chemical properties of aggregates - PS | 16 %020 50,60 60,60
4:2018 4: Odredivanje osetljivosti na vodu kamenog Part 4: Determination of water susceptibility
brasna za bitumenske mesavine of fillers for bituminous mixtures
1989. | prSRPS EN 932-3:2019 | prEN 932-3 rev Ispitivanja opstih svojstava agregata - Deo 3: Tests for general properties of aggregates - PS 40,20 40,60
Postupak i terminologija za pojednostavljeni Part 3: Procedure and terminology for
petrografski opis simplified petrographic description
1990. |prSRPS EN 933-9:2019 | prEN 933-9 rev Ispitivanja geometrijskih svojstava agregata — | Tests for geometrical properties of PS 40,60
Deo 9: Ocenjivanje sitnih ¢estica — Ispitivanje | aggregates - Part 9: Assessment of fines -
na metilen-plavo Methylene blue test
KS U113 YKyMNHO cTaHpapaa 2
1991. prSRPS EN ISO ISO/AWI 4373; Hidrometrija - Uredaji za merenje vodostaja Hydrometry - Water level measuring devices PS | 29 40,20 40,60
4373:2019 prEN ISO 4373 rev
1992. |prSRPS EN ISO ISO/CD 748; prEN |Hidrometrija — Merenje protoka vode u Hydrometry-Measurement of liquid flow in PS | 57 60,60
748:2017 ISO 748 rev otvorenim tokovima koriS¢enjem uredaja za open channels using velocity measurement
merenje brzine devices
KS U125 YKYMHO CTaHaapaa 9
1993. ' naSRPS EN 14509- prEN 14509-1 Samonosedi izolacioni sendvi¢-paneli sa Self-supporting double skin metal faced PS | 160 50,20 50,60 60,60
1:2018 dvostranom metalnom oblogom — Fabricki insulating panels - Factory made products -
izradeni proizvodi — Specifikacije Specifications
1994. naSRPS EN prEN 17235 Trajni uredaji za sidrenje i sigurnosne kuke Permanent anchor devices and safety hooks PS | 62 60,60
17235:2017
1995. | prSRPS EN 14437 prEN 14437 rev Odredivanje otpornosti na odizanje ugradenih | Determination of the uplift resistance of PS 40,20 40,60
2019 glinenih ili betonskih crepova —Metoda installed clay or concrete tiles for roofing -
ispitivanja krovnog sistema@@ Roof system test method
1996. |prSRPS EN 14963- prEN 14963-1 rev | Krovni pokrivaci - Deo 1: Kontinualni plasti¢ni | Roof coverings - Part 1: Continuous plastic PS 50,20 | 50,60
1:2018 krovni svetlarnici - Klasifikacija, karakteristike i | rooflights - Classification, characteristics and
metode ispitivanja test methods
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KS U125 YKyMnHoO cTaHgapaa 9
prSRPS EN 1873- prEN 1873-1 rev Dodatna montaZna oprema za pokrivanje Prefabricated accessories for roofing - PS 50,20 |50,60
1:2018 krovova — Pojedinacni krovni svetlarnici — Deo | Individual rooflights - Part 1: Product
1: Specifikacija proizvoda i metode ispitivanja | specification and test methods"for rooflights
za plasti¢ne krovne svetlarnike of plastics
prSRPS EN 508-1:2019 | prEN 508-1 Proizvodi od lima za pokrivanje krovova — Roofing and cladding products from metal PS 40,20 40,60
Specifikacija za samonosece limove od celika, | sheet - Specification for self-supporting of
aluminijuma ili nerdajuceg Celika za pokrivanje |steel, aluminium or stainless steel sheet - Part
krovova — Deo 1: Celik 1: Steel
prSRPS EN 508-3:2019 | prEN 508-3 rev Proizvodi od lima za pokrivanje krovova - Roofing products from metal sheet - PS 40,20 40,60
Specifikacija za samonosece limove od celika, | Specification for self-supporting products of
aluminijuma ili nerdajuceg celika - Deo 3: steel, aluminium or stainless steel sheet - Part
Nerdajudi celik 3: Stainless steel
prSRPS EN 534:2019 prEN 534 Talasaste bitumenske plo¢e — Specifikacije Corrugated bitumen sheets - Product PS 40,20 40,60
proizvoda i metode ispitivanjal specification and test methods
prSRPS EN 544:2019 prEN 544 Bitumenska Sindra sa mineralnim i/ili Bitumen shingles with mineral and/or PS 40,20 40,60
sintetickim ojacanjima — Specifikacija synthetic reinforcements - Product
proizvoda i metode ispitivanja specification and test methods
KS U152 YKYNHO CTaHpapaa 1
prSRPS EN prEN 17328 Dopunska pravila za kategorisanje Complementary Product Category Rules for PS | 22 60,60
17328:2018 gradevinskih proizvoda na bazi gipsa Gypsum-basedConstruction Products
KS U162 YKYnHo ctaHgapga 32
dnaSRPS EN 13024- FprEN 13024- Gradevinsko staklo — Kaljeno bor-silikatno Glass in building - Thermally toughened PS | 29 |6060
1:2017 1:2019 sigurnosno staklo — Deo 1: Definicije i opis borosilicate safety glass - Part 1: Definition
and description
dnaSRPS EN 13024- FprEN 13024-2 Gradevinsko staklo — Kaljeno borsilikatno Glass in building - Thermally toughened PS | 36 |6060
2:2018 sigurnosno staklo — Deo 2: Standard za borosilicate safety glass - Part 2: Product
proizvod® standard
dnaSRPS EN EN Zid-zavesa — Standard za proizvod - Izmena 1 | Curtain Walling - Product Standard PS 8 60,60
13830:2017/A1:2017 |13830:2015/FprA
1
dnaSRPS EN FprEN 14500 Senila i zastori - Toplotni i vizuelni komfor - Blinds and shutters - Thermal and visual PS | 80 60,60
14500:2017 Metode ispitivanja i izra¢unavanja comfort - Test and calculation methods
dnaSRPS EN FprEN 14500 Senila i zastori - Toplotni i vizuelni komfor - Blinds and shutters - Thermal and visual PS | 85 60,60
14500:2017 Metode ispitivanja i izratunavanja comfort - Test and calculation methods
dnaSRPS EN FprEN 14501 Senila i zastori - Toplotni i vizuelni komfor - Blinds and shutters - Thermal and visual PS | 38 60,60
14501:2017 Karakteristike performansi i klasifikacija comfort - Performance characteristics and

classification
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